
Issue No. 01EN 2008-03-20 Page 1/2

www.schmelzmetall.com

 
 
 
 
 
 
 
  
 
 

 
 

 

Maximum 
hardness by 
cold forming 
= best service life 

Extruded spanner flat  
= simple replacement 

Top surface and 
dimensional 
accuracy 
at the cone 
= best fit 

Variable diametre 
and angle made of 
one blank part 
= reduced storage 
costs 

CuCrZr alloy presenting 
high thermal conductivity 
with king-size bore 
= maximum cooling 

Multi-spot electrode

Your advantages at a glance:

COLD EXTRUDED!

Electrodes made of 
HOVADUR® CCZ 
 

Spot welding of radiators 
and sheet metal parts 
at its best 
 

a product of



Schmelzmetall Deutschland GmbH Schmelzmetall AG Schmelzmetall Hungária Kft.
Raiffeisenstrasse 8 Fabrikstrasse P.O. Box 93/199
DE-97854 Steinfeld - Hausen CH-6482 Gurtnellen/UR HU-1751 Budapest
Tel (++49) 9359 / 9720 -0 Tel (++41) 41 886 80 40 Tel (++36) 1 278 51 40
Fax (++49) 9359 / 9720 -40 Fax ++41) 41 886 80 41 Fax (++36) 1 278 28 58
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For your inquiry:

Simply choose & enquire!

D

W

My electrode My address 

Diametre „D“ 0 – 15 mm Ø         mm Ø          mm Ø         mm 
Name: 

Length „L“ 50/55 mm             mm              mm             mm 
Phone: 

Angle „W“ 30°/45°/60°              °             °           ° 
Fax: 

Cone „K“ 
 

1:10/BS 
          BS           BS          BS Mail to: 

           1:10           1:10          1:10 

Length of the 
cone „S“ 

20/25 mm 
          20 mm          20 mm           20 mm Company: 

          25 mm          25 mm           25 mm 

Quantity                 Stk.               Stk.                 Stk.  

 
  

My ref.: 

 

Please add your dimensions - We will send you our                         
                           quotation!

Simply fax to: +49 9359 / 9720 - 40
             Please contact us if you have further questions!


	1: vorne
	2: hinten

